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TR60-41, 5 ELEMENT RLK
KOMATSU PC240 LC-11, 60" CUTTR60

N/A

N/A
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SPECIFICATIONS:

*ALL WEIGHTS ARE APPROXIMATE

38'-8"
 [11.77m]

APPROX TRANSPORT LENGTH

9'
 [2.75m]

MIN REACH
DIMA 18'-2"

 [5.53m]
MAX REACH

10'-7"
 [3.23m]

15'-4"
 [4.67m]

20'-4"
 [6.21m]

COMPANY:______________________________________________

PRINTED NAME:_________________________________________

TITLE:__________________________________________________

SIGNATURE:____________________________________________

DATE:__________________________________________________

1'
 [0.30m]

7'-4"
 [2.24m]

9'-8"
 [2.95m]

1'-7"
 [0.48m]

12'-7"
 [3.84m]

11'-1"
 [3.38m]

12'-7"
 [3.84m]

MAX REACH
OVER SIDE

8'-8"
 [2.65m]

MAX REACH
OVER CORNER

10'-6"
 [3.21m]

MAX REACH
OVER FRONT

15'-3"
 [4.64m]

2'-7"
 [0.80m]

  RADIUS FROM       UNDER STUB
  CENTER (FT-IN)       HEIGHT (FT-IN)
  [DIM A]       [DIM B]

  9'-0"   [2.75 M]          17'-11" [5.46 M]
 
  12'-0" [3.66 M]          16'-4"   [4.97 M]

  14'-0" [4.27 M]          14'-7"   [4.44 M]

  16'-0" [4.88 M]          12'-0"   [3.66 M]

  18'-2" [5.53 M]          4'-5"     [1.35 M]

60" BOOM CUT

R18'-2"
 [R5.53m]

MAX REACH

R10'-7"
  [R3.23m]

TAIL SWING
RADIUS

TORQUE - 66,000 FT-LBS [90 kNm]
DRILLING DEPTH - 41 FT [12.5 m]
BASE MACHINE - KOMATSU PC240LC-11
DRILL SPEED - 0 TO 60 RPM
SPIN OFF - 100 RPM
CROWD STROKE - 96" [2.44 m]
CROWD FORCE - 27,500 LBS [122 kN]
KELLY WINCH - 25,000 LB BARE DRUM PULL [111 kN]
                           (30,000 LB BARE DRUM PULL [133 kN]
                            UPGRADE AVAILABLE)
SERVICE WINCH (OPTIONAL) - 12,000 LB BARE DRUM PULL [53 kN]
SIDE TILT - 13 DEG. LEFT/RIGHT
KELLY BARSET - 5 ELEMENT ROUND LOCKING
*ATTACHMENT WEIGHT - 11,000 LBS [5,000 kg]
*BARSET WEIGHT - 4,600 LBS [2,090 kg]
*TRANSPORT WEIGHT - 78,500 LBS [34,700 kg]

9,000 LBS 
COUNTERWEIGHT


